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SCHEDA TECNICA

Altezze (cm) 106,5 / 160 / 320

Resistenza alla trazione

Peso

Stampa Digitale

* E’ possibile la stampa in Eco-Solvent e Solvent, ma l’utilizzatore deve testare, approvare ed accettare il risultato ottenuto.

Applicazione 

Resistenza alla rottura

Allunamento alla rottura

I dati forniti sono stati ottenuti sulla scorta delle nostre migliori conoscenze; devono essere considerati quali informazioni senza alcun valore vincolante e non esimono il Cliente dall'eseguire propri controlli dei 

prodotti da noi forniti allo scopo di stimare l'idoneità ai fini previsti. idati generali riportati in questa scheda tecnica, potranno essere variati dalla SIR Visual S.r.l. senza alcun impegno e preavviso.                                                                                                                                                                                                                                   

The informations here supplied are obtained in accordance to our best knowledge; technical datas don't have to be considered binding info. Customer has to test the devices suitability to the whished purposes. 

The general datas indicated on this data sheet could be modified by SIR Visual S.r.l. without any obligation or notice.

140 / 145 N

non-tessuto Polipropilene

145 gr/mq (+/-25)

205 / 200 N/5cm

50 / 70 %

Supporto

UV / EcoSolvent* / Solvent *
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